
Nanophosphate® High Power Lithium Ion Cell 
ANR26650M1-B 

 TECHNICAL DATA 

The Or�on 21700 4000 �s a popular l�th�um-�on cell. 
It �s �ntended for use �n h�gh current 21700 battery 
packs. It can power a w�de range of dev�ces 
�nclud�ng a drone, photo pr�nter, or cordless 
vacuum cleaner.
Do not purchase 21700 batter�es before read�ng 
and understand�ng these safety                                                                       
caut�ons. Us�ng a l�th�um-�on cell �ncorrectly may                                                                                                 
a cause �t to leak, generate heat, smoke, catch on 
af�re, or explode.
 
 

      SAFETY 
 

+ The cell must stay �n the operat�ng temperatures                                                                                                                                                                                                              
outl�ned �n �ts data sheet
+ The cell must not exceed voltage, current, and 
other rat�ngs �n �ts data sheet
+ Store batter�es separately, and do not transport 
w�thout proper packag�ng
+ Never store or transportzsss together w�th 
conduct�ve or metall�c objects part�cularly �n a pocket 
or bag
+ Do not keep �n the sun, �n a hot car, or anywhere 
w�th d�rect heat
+ If the cell �s attached to a PCB, keep �t away from 
h�gh-stat�c env�ronments
+ Recycle d�scont�nued batter�es accord�ng to local 
regulat�ons and cover term�nals w�th �nsulat�ng tape 
before d�sposal
+ D�scharge end or cut-off voltage �n data sheet �s 
lower-l�m�t for d�scharge cycle and should not be 
exceeded
+ Charger or dev�ce should �mplement warn�ng for 
over-voltage, over current, and over-temperature, 
control of overcharge, and charge t�mer
+ Be careful not to short-c�rcu�t

Cell D�mens�ons 

Cell We�ght

Cell Capac�ty (nom�nal/m�n�mum) (0.5C Rate) 

Voltage (nom�nal)

Internal Res�stans (23 ± 2°C)

Energy Dens�ty

Recommended Standard Charge Method 

Max�mum Charge Method

Max�mum Cont�nuous D�scharge

Max�mum Pulse D�scharge

D�scharge Cut-off Voltage 

Cycle L�fe 

Operat�ng Temperature

Storage Temperature
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21.6x70.3mm

65.5±2gr

4000mAh

3.7V

<15mΩ

14.8Wh

800mA, 4.2V CC-CV

4000mA, 4.2V CC-CV

32.000mA – 8C

48000mA -12 C

2.75V

500 cycles

-20°C to 60°C

0°C to45°C


